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Trall Guidelines,

Recommendations and Status
Session Objectives:

* |dentify Who are Our Users

 |dentify a Brief History of Trall
Accessibility and Rule Making

» |dentify When and Where These Rules
(Guidelines) Apply
 |dentify What Is Routine Maintenance and

What can be Done to Improve
Accessibility




Trall Guidelines,

Recommendations and Status
Session Objectives:

* Review Proposed Critical
Components of “Report on Outdoor
Developed Areas - Trails”

* Review Proposed Guidelines Points of
Departure and Exceptions

* Review Critical Components of USDA
Forest Service Trail Accessibility
Guidelines















Base line Statistics For Potential
Hikers With Disabilities

There are over 30 million people with a disability
In the US

There are over 35 million people over the age of
65 In the US

45% of those people have a disability

31% of the people in the US (93 million) are
obese

There are 16 million children under 4 years old



Accessible Tralls
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Americans with Disabllities Act of 1990
After two Unsuccessful Attempts the
Regulatory Negotiating Committee on
Accessibility Guidelines for Outdoor
Developed Areas was Formed "REGNEG”

In 1999 this committee produced its proposed
guidelines

The US Access Board prepared a notice of rule
making (social and economic impacts)

Report was subjected to public review & comment
under the Architectural Barriers Act “Federal
Agencies Only” (October 2007)

After review of the comments a final rule will be sent
to the Office of Budget and Management for their
approval



Once approved it will be published in the Federal
Register

The rule will be sent to the General Services
Administration and the Department of Defense for their
adoption

Once the ABA rule making process is completed the
Access Board will submit the proposed rule for public
comment under the American Disabilities Act (ADA)

The same process if followed except that once it Is
approved by the Office of Budgets and Management it IS
sent to the Department of Justice to become Federal Law

State and Local Governments then adopt the federal
standards or develop their own as long as they are equal
to or greater than the federal standards



The REGNEG Committee Operated
Under the Following Guidelines

* Protect resource and environment

* Preserve experience

* Provide for equality of opportunity
 Maximize accessibility

* Be reasonable

* Address safety

* Be clear, simple and understandable



The REGNEG Committee Operated
Under the Following Guidelines

* Provide guidance
e Be enforceable and measurable

* Be consistent with the Americans With
Disabilities Act (as much as possible)

* Be based on independent use by
persons with disabllities



Until the REGNEG %
Guidelines

Become Law They
Represent the
“‘Best Available
Information” on
Accessible Trall
Design. USFS has WsEE | e
Developed their B2 - "iagR
own Guidelines — EEE - o« Zaan,
“Policy” SR o i
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Outdoor Access Guidelines
and Tralls

» How Do These Guidelines Apply?

 As a Park Manager What Do We Need
to Know and Do?
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These guidelines only apply to
pedestrian & multiuse trails
that are connected to a
trailhead or an accessible trall.
Tralls not connected to either
of these facilities are exempt
from the guidelines.






)
AT
-.ll.’.:rH ¢

‘R IE_\
i Rk "foo




Maintenance

e Guidance Is Provided on Maintenance
Activities

» Maintenance would be exempt when:

e Work Is Performed to Return a Trall
Segment Back to the Original Design
Standard



all Clearing, Down
ock fall Removal







rol and Drainage
Installation, i.e. rip rap
tes around bogs and marshes




and Turnpikes




Nnce

ess Improvement
ity During Maintenance

* Every Time a Trail Recelves
Maintenance, We Can Improve
AcCcCess



Drop Off Along Edge of Bridge, Plus Steps
Creates Hazard and Barrier to Users
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ated Curbing on
S and Grade Tralil to Deck



>e Soft and Unstable



.
Solution: Build Up with Gravel and Soils

(Turnpike) to Stabilize




Stream Terraces that
od and Have Saturated



/ay From Stream
o Stabilize Trall
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iIrm And Stable
s and Stability and
asure Tread Surfaces have




max up

0 (1:10) max up

o 30 ft

* 12% (1:8) max up
to 10 ft




he Beginning and
ent in Excess of 5%

Rest area 5’ length
min. with max. 5%
grade & cross slope.
Width is as wide as
widest portion of trail
segment

o

8.33 % for
max. 200’



Trail’s Total
Length 70% or

ne

~=% more must

NN -
\ % have a Grade

or Running
TOPOGRAPHIC PROFILE OF TRAIL LAYOU

\ Slope of Less

Than 8.3%
\

Grade or Running Slope












The Area
ver the
rail Tread
ust be
lear of
rotruding
bjects to a
eight of




Tread
Obstacles

Standard
2” Max
Height



Tread obstacles

Exceptions:

3” max height
up to a
maximum slope
In any direction
of 5%
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Turkey Hollow
Turkey Run State Park

Trail Uses Trail Length 0.6 miles (1.0 km)

. 2 .
Lower YO SeI I ' |te Fal I I ral | F; N Turkey Hollow Trail descends down the hill fram the Turkey Run Inn and
Hiking Cabins. The trail meanders through an old, hardwood forest of magle,
— = S

oak, and hickorytress. Several stream crossings are encountered and
ywe 1080 '-\ water levels varving depending on seasonal rains.
) k No bikes ) : )
Cumulative Elevation Change  Gain 60 ft (18 m)
Loss 17 ft {5m)

No
&a Equestrians Typical Grade is 2.4%

2% of the trail is between 8% and 16%
241t (7 m) is between 14% and 16%
8% grade is a standard ramp.

Other
Obstructions Typical Cross Slope is 2.2%

16% of the trail is between 3% and 12%
a Rocks . 2Bt {9 m}is between 8% and 12%
5-14inches -
Lw Vertical Minimum Tread Width is 36 in (91 cm)
ﬂ- 4Binches M_a:;imum Tread Wid_th is '._’2 in{183 cm)
Minimum Clearance is 26 in (66 cm)

Roots Trail surface is Seil

\i g 4-9inches 44% of the trail is Hard
1778t {542 m) of the trail is Firm

Trailhead Location
Behind Cahins

Grade Profile

. ‘Warning: Trail conditions may have changed since this trail was assessed. Temporary
Trail : %
obstructions (2.g. fallen trees or land slides) were not mapped. Maximum grades and
‘ Access cross slopes may wany by 10% of the actual value measzured (e.g. 3 maximum grade

Information of 30% may actually be 3% more or lessthan the reported walue). e







Conditions for Departure

 There are Four Conditions That When Present
Can Act as Exemptions to the Technical
Provisions (Guidelines)

* |If Any of the Four Conditions for Departure
Constitute over 15% of the Trails Length, Then
the Trail Does Not have to Comply with the
Technical Provisions (Guidelines) After the First
Point of Departure.



Conditions for Departure

e If the Segment Between the First Point of
Departure and the Trailhead is less Than 500
Feet, Then the Technical Provisions do not
Apply

« However, If There is a Prominent Feature Less
Than 500 Feet From the Trailhead, the Trall
Segment Between the Feature and the Trailhead
Shall Comply With the Technical Provisions



Conditions for Departure

1. Where Compliance Could Cause
Substantial Harm

 To Cultural, Historic, Religious, or
Significant Natural Features or
Characteristics
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lance Would Alter the
Setting or Purpose of the
or Setting
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ited by Regulation or Statute
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ue to Terrain or Prevailing
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EXxceptions to Technical Provisions

e |n addition to the Conditions for Departures,
REGNEG Recognized that Where Certain Physical
Conditions Existed it Would be Impractical to
Require That the Accessibility Guidelines be Met

 There are Four Exceptions That When Present
Can Act as Exemptions to the Technical
Provisions (Guidelines)

« When a Combination of One or More of the
Conditions for Departure Exist and One or More
of the Exemptions Exist, the Guidelines will not
Apply Beyond the First Point of Departure




EXceptions to Technical Provisions

e If the Segment Between the First Point of
Departure and the Trailhead is less Than 500 Feet
Then the Technical Provisions do not Apply

« However, If There is a Prominent Feature Less
Than 500 Feet From the Trailhead, the Trall
Segment Between the Feature and the Trailhead
Shall Comply With the Technical Provisions



Exceptions to the Technical
Provisions (Guidelines)

Conditions:

1. Cross Slope and Grade Combined,
Exceed a Total of 40% for More than
20’



Section A
Cross Slope — 18%
Running Slope — 23%

Section B
Cross Slope - 23%
Running Slope - 21%

Combined slopes
Section A-41%
Section B-44%

Tread length: 38 ft



Exceptions to the Technical
Provisions (Guidelines)

Conditions:

2. Tread Obstacle 30” High or More
Across Full Tread Way
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echnical
uidelines)

ad Surface Not Firm and Stable
or 45’ or More






Technical
Guidelines)

ead Width is Less Than 12” for 20
Feet or More






for Departure and
ceptions Review



alls Trail
Il Distance 10,000 Feet

Steep terrain 1,000
feet in length
requiring steps

Fern Falls



If Any of the Four Conditions for
Departure Constitute less than 15% of
the Trails Length, Then the Trail Does
have to Comply with the Technical
Provisions (Guidelines) Before and
After the Area of Departure.



alls Trail
Il Distance 10,000 Feet

Steep terrain 2,000
feet in length
requiring steps

Fern Falls



If Any of the Four Conditions for
Departure Constitute over 15% of the
Trails Length, Then the Trail Does Not
have to Comply with the Technical
Provisions (Guidelines) After the First
Point of Departure.



n Falls Trall
rail Distance 10,000 Feet

Steep terrain 1,000
feet in length
requiring steps

Unstable
surface for

100 feet Fern Falls




When a Combination of One or
More of the Conditions for
Departure Exist and One or More of
the Exemptions Exist, the
Guidelines will not Apply Beyond
the First Point of Departure



alls Trail
Il Distance 10,000 Feet

Steep terrain 2,000
feet in length
requiring steps

Fern Falls



If the Segment Between the First

Point of Departure and the
Trallhead Is less Than 500 Feet,

Then the Technical Provisions do
not Apply



Falls Trall
all Distance 10,000 Feet

Steep terrain 2,000
feet in length
requiring steps

Fern Falls
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If There 1s a Prominent Feature
Less Than 500 Feet From the
Trallhead, the Trail Segment
Between the Feature and the
Trallhead Shall Comply With the
Technical Provisions
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Key Differences In USDA Forest
Service Trail Accessibility Guidelines

» |dentifies a change In trail class as an additional
condition for departure under “Alter the nature or
purpose of the setting”

» Exception: Combination of trail grade and cross
slope exceeds 20% for over 40 feet

« Exception: Minimum trail width is 18 inches or
less for a distance of at least 20 feet

» Written documentation is required when a
determination Is made that the technical
provisions do not apply



Key Differences In USDA Forest
Service Trail Accessibility Guidelines

» Passing space design shall comply with the
Architectural Barriers Act (T shaped)

e \Where vertical clearance iIs reduced to less than
80 Inches due to one or more of the conditions for
departure a barrier shall be provided to warn
hikers with visual impairments

» |dentifies placement and content of trail signs




Trall Guidelines,
Recommendations and Status

Session Objectives Review:

e |[dentified who our users are

* Reviewed how accessible trails got to
this point

 Reviewed when and where accessible
guidelines apply

* Enhance Accessible Characteristics
While Maintaining Trails



Trall Guidelines,
Recommendations and Status

Session Objectives Review:

» Reviewed the proposed REGNEG
guidelines

e Reviewed the four conditions for
departure

* Reviewed the four exceptions to the
guidelines



Trall Guidelines,
Recommendations and Status

Conclusion:

* [t Is a Mind Set Change

* Design Accessible Components
Without Resource Damage

* Provide Quality Outdoor Experience
For All Users
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